
 
 

 
OPERATING INSTRUCTIONS 

     
for the vinyl cutters 
 
Secabo T60 II, T120 II and T160 II 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Congratulations on the purchase of your Secabo vinyl cutter! 
Please carefully read the operating manual to easily integrate your unit into your production 
environment. 
Any type of reproduction of this operating manual requires the written permission of Secabo 
GmbH. Changes and errors in the technical data and the product characteristics are reserved. 
The Secabo GmbH is not liable for any direct or indirect damages occurring as a result of the use 
of this product. 
 
Version 1.0 (30.06.2016) 
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Safety measures 
 
Please read the information and safety measures carefully prior to initial operation of the unit! 

     
● Do not place any magnetic objects in the vicinity of the cutting head; otherwise uniform 

contact pressure is not ensured. 
● Do not remove the connection cable to the computer while plotting is in progress.   
● Relieve the pressure on the pressure rollers when not in use by moving the pressure lever 

up.     
● Do not reach into the unit when it is connected to electricity supply. 
● Never open the casing and do not make any modifications to the unit yourself. 
● Ensure that neither liquids nor metal objects are put inside the vinyl cutter. 
● Ensure that the wall socket used is grounded and protected with a ground fault switch. 
● Ensure that the connected voltage (230V) does not deviate by more than ±10%. Otherwise 

install a voltage stabilizer. 
● Pull the power plug if the unit will not be in use for a longer period of time. 
● Never reach into the unit in the vicinity of the blade holder during the cutting operation! 
● Discontinue any printing jobs in progress before readjusting the blade holder! 
● Always ensure that the vinyl cutter is out of reach of children during operation and never 

leave the unit or individual parts of it switched on without supervision. 
● Do not touch the tip of the sliding blade to avoid injury. 
● Always place the unit on a stable base to prevent it from falling down. 
● Do not operate the unit during thunderstorms; it can be damaged or destroyed by lightning. 
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Items included 
 
Before starting work, please check whether the following items are all present: 
 

Article  Quantity   

Vinyl Cutter  1   

Power cable  1 
 

USB connection cable  1 

 

Blade holder  1 

 

Pen holder  1 

 

30° Drag knife  1 

 

Pen head  1 

 

Certificate of DrawCut PRO 
license 

1 

 

Stand with roll mount and 
catchup basket 

1 
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Assembly of the floor stand 
Your Secabo vinyl cutter's floor stand is easy to assemble using the supplied parts. Simply follow 
these steps: 
 

     
Step 1 and 2: 
 

         
 
Step 3 and 4: 

 
 
Done! 
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The following additional steps are required for the T160 II: 
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Device parts and their function 

 
a) Cutting head with laser diode and LAPOS Q sensor 
b) Cutting head with laser diode and LAPOS Q sensor 
c) Blade holder 
d) Pressure lever for all pressure rollers (w/out Fig.) 
e) USB interface 
f) Roll mount 
g) Pressure rollers 
h) Stand with catchup basket 
i) Power supply and power switch (w/out Fig.) 
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Control panel 
 

 
 

Initial operation of machine and software 
 
Caution! Please note that the smooth installation and complete configuration 
requires DrawCut PRO to be installed first. 

Installation DrawCut PRO 

Your Secabo vinyl cutter is delivered with the cutting software DrawCut PRO. This software must 
be activated over the Internet. You do not necessarily need internet access on the computer, on 
which DrawCut will be installed. The activation can also be done on another computer. 
 
In order to control your vinyl cutter via your computer, install the software as described below:  
 

   
● Disable the Windows Firewall and your anti­virus software for the time of installation. 
● Download the current version of DrawCut PRO at http://www.draw­cut.com/#downloads 

and follow the installation wizard.  
● Find your 26­digit DrawCut serial number on the printout that was  delivered with your vinyl 

cutter. Enter it when you are prompted to do so. 
● Now you can use DrawCut PRO. 

Installation of your Secabo vinyl cutter in DrawCut 

Please keep in mind that your Secabo vinyl cutter can only be operated under Windows XP, 
Windows Vista, Windows 7, Windows 8, Windows 8.1 and Windows 10. Operation with an older 
version of Windows is not possible. 
 

     
● First, make sure that your PC is connected to the Internet. 
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● Connect the vinyl cutter to your computer using the supplied USB cable. 
● Switch on the device. 
● Your Secabo vinyl cutter will now be detected. Windows will search for  the appropriate 

drivers and automatically install them. This can take some time. After that, the device is 
ready for operation. 

● Start  DrawCut. 
● First,  open the "Vinyl Spooler" in Drawcut. 

 

 
     

● Now click on the "Connections" tab. 
 

 
 

● Next,  add your vinyl cutter by pressing the "Add" button (a Secabo S60 II is used in the 
example), select your model and click "Install". 
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